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GENERAL NOTES

A. REFER TO PROJECT MANUAL FOR ADDITIONAL REQUIREMENTS.

B. A LAND SURVEY HAS NOT BEEN PROVIDED. EXISTING SITE CONDITIONS 
INDICATED HEREIN ARE DIAGRAMMATIC ONLY AND PROVIDED FOR GENERAL 
REFERENCE. FIELD VERIFY EXISTING CONDITIONS BY DETAILED INSPECTION 
PRIOR TO SUBMITTING BID AND BEGINNING CONSTRUCTION. NOTIFY 
ARCHITECT IF EXISTING CONDITIONS DEVIATE SUBSTANTIALLY FROM THOSE 
INDICATED HEREIN.

C. SITE DIMENSIONS TO FACE OF BUILDING, SIDEWALK, CURB GUTTER LINE, 
PROPERTY LINE, OR CENTER LINE OF STRIPING UNLESS OTHERWISE NOTED.

D. EXISTING CONSTRUCTION TO REMAIN TO BE PROTECTED AS REQUIRED. 
REPLACE AND/OR REPAIR EXISTING CONSTRUCTION DAMAGED DUE TO 
CONTRACTOR ACTIVITIES.

E. ALL DEMOLITION MATERIALS SHALL BECOME PROPERTY OF CONTRACTOR 
FOR PROPER DISPOSAL UNLESS OTHERWISE NOTED.

F. ACCESSIBLE EXITS AND ACCESSIBLE ROUTES: ALL NEW AND EXISTING 
EXTERIOR DOOR LANDINGS SHALL BE 5'-0" WIDE MINIMUM WITH OUTSIDE 
EDGES PERPENDICULAR TO BUILDING LOCATED 2'-0" MINIMUM BEYOND 
DOOR JAMB STRIKE AND 1'-0" MINIMUM BEYOND DOOR JAMB HINGE. TOP OF 
LANDING SHALL BE FLUSH WITH FINISH FLOOR AND SLOPE 2% MAXIMUM 
AWAY FROM BUILDING FOR A MINIMUM DISTANCE OF 5'-0". DESIGNATED 
ACCESSIBLE ROUTE SIDEWALK OR PAVING SHALL BE FLUSH WITH LANDING 
AND SLOPE 5% MAXIMUM IN DIRECTION OF TRAVEL WITH 2% MAXIMUM 
CROSS SLOPE TO ACCESSIBLE PARKING AREA OR PUBLIC WAY. 

CONTRACTOR SHALL FIELD VERIFY EXISTING ELEVATIONS, GRADES, AND 
SLOPES PRIOR TO COMMENCING WORK AND NOTIFY ARCHITECT IF NEW OR 
EXISTING CONDITIONS WILL NOT COMPLY WITH ACCESSIBLE DESIGN 
CRITERIA. DO NOT PROCEED WITH WORK WITHOUT ARCHITECT'S WRITTEN 
APPROVAL.

G. PROVIDE SMOOTH ELEVATION AND GRADING TRANSITIONS FROM NEW 
CONSTRUCTION TO EXISTING CONSTRUCTION TO REMAIN.
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ADJACENT LOT
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WATER ENTRY 

SIGN

DUMPSTER

WATER ENTRY 

LANDLORD TO REMOVE/REPLACE EXISTING CONCRETE APRON, 
SIDEWALK, AND ASPHALT AT ENTRANCES AS REQUIRED TO 
ENSURE ADA COMPLIANCE PER 2009 NEW YORK ACCESSIBILITY 
CODE (09 ANSI)
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NEW PRIVACY 
FENCE AT 
PROPERTY LINE BY 
G.C.; REF DETAIL 
2/ASP1.1

T.O. SLAB
EL. (VARIES)

B.O. FOOTING
EL. (FIELD VERIFY)

(MIN. BELOW LOCAL FROST LINE)

DIA.

1' - 0"

TOP FRONT

SIMPSON STRONG-TIE "PGT2" POST 
CONNECTOR DETAIL (NOT TO SCALE)

NOTE: 
POLYMER COMPOSITE MATERIAL COLOR 
TO BE EQUAL TO FIBERON "COASTAL 
CEDAR", "JATOBA" OR "CEDAR".  FINAL 
COLOR TO BE SELECTED FROM 
MANUFACTURER'S STANDARD SAMPLES

NOTE: 
ALL FASTENERS TO BE GALVANIZED FINISHED

LAWN OR PAVEMENT, REFER TO SITE PLANS 
FOR CONDITIONS

CONCRETE FOOTING.  SLOPE TOP TO DRAIN 
AND SET FLUSH WITH ADJACENT SURFACES

EXTEND POST 6" MINIMUM INTO CONCRETE 
SLAB WITH GALV. SLEEVES. CONTRACTOR'S 
OPTION TO PROVIDE SURFACE MOUNTED 
GALV. STEEL (4) BOLT PATTERN SHOES 
WITH POST LOCKING NUTS. EXPANSION 
ANCHORS TO EXTEND 6" MINIMUM INTO 
CONCRETE.

PROVIDE (2) 3/8" DIA. WEEP HOLES, TYP.

1 1/2"

PROPERTY SIDE

6"6"
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T.O. POST
EL. 106'-0"

1 X 6 (NOMINAL) COMPOSITE FENCING 
VERTICAL PICKETS  WITH SQUARE OR 
DOG EAR TOPS. ATTACH TO STINGERS 
WITH GALVANIZED TORX HEAD SCREWS, 
MINIMUM (2) PER EACH PICKET TO 
STRINGER CONNECTION..

TREATED 2"X4" HORIZONTAL STRINGERS 
INSIDE POLYMER COMPOSITE SLEEVES, 
(3) MINIMUM.

SIMPSON STRONG-TIE "PGT2" GALV. 
STEEL POST CONNECTORS AND BOLTS 
TO ATTACH HORIZONTAL STRINGERS 
(REFER CONNECTOR DETAIL).

2" DIA. GALV. STEEL POST (SCHEDULE 40) 
WITH CAPS SPACED (5'-6" O.C. MAXIMUM). 
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architecture

2809 Ajax Avenue Suite 100

Rogers Arkansas 72758
Phone: 479.636.3545

Fax: 479.636.1209

+engineering

Architect of Record
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SHEETS BEARING THIS SEAL ARE 
AUTHENTICATED, RESPONSIBILITY FOR 
ALL OTHER PLANS, SPECIFICATIONS OR 
INSTRUMENTS ARE DISCLAIMED.

William Douglas Hurley
New York License No. 029887-1
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PLAN NORTH

NOTE:
ALL SITE ELEMENTS ARE EXISTING TO 
REMAIN UNLESS OTHERWISE NOTED.

SCALE: 1" = 50'-0"

SITE LOCATOR MAP1ASCALE: 1/16" = 1'-0"

SITE PLAN1
N

NOTE:
G.C. TO ENSURE EXISTING 
LANDSCAPING IS FREE OF WEEDS, 
OVERGROWTH, AND IS WELL 
MANICURED.

NOTE:
PARKING LOT TO BE RE-STRIPED TO 
MATCH EXISTING.

SCALE: 3/4" = 1'-0"

SCREEN FENCE DETAIL2

NOTE:
G.C. TO ENSURE EXISTING 
LANDSCAPING IS FREE OF WEEDS, 
OVERGROWTH, AND IS WELL 
MANICURED.
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amymiles
Text Box
PARCEL TAX MAP NO: 203.80-2-16PROPERTY ZONING DISTRICT: CBDSURROUNDING PROPERTIES ZONING DISTRICT: CBD

amymiles
Text Box
EXTERIOR SCOPE OF WORK:- RESTRIPE EXISTING PARKING LOT - INSTALL NEW WALL SIGN (NOT SHOWN ON SITE PLAN)- TOUCH UP PAINTING OF FRONT FACADE (NOT SHOWN ON SITE PLAN)
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